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Dekoflag H
(knitted polyester)
Indekor (non woven
polyester)
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(knitted polyester)
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(knitted polyester)
Multisol® L
(knitted polyester)
Multisol® M SE
(knitted polyester)
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(woven polyester)
Special Silk
(polyester silk)
Supraflag®

(woven polyester)
Supraflag® F
(woven polyester)
Varioflag®

(knitted polyester)
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(CSD-Printing)
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• fine structure woven polyester with brilliant color reproduction
• excellent for chemical screen dye printing
• also known as “Pongee”
• approx. 1.92 oz/yd2 (65 g/m2)

recommended use:
• indoor banners
• standard fabric for table flags
• Wind Pole flags

Dekofil
(woven polyester)

Dekoflag SE

• sheer knitted polyester with brilliant color reproduction and 
excellent through print

• approx. 2.66 oz/yd2 (90 g/m2) 
• flame retardant according to US fire class NFPA 701-99TM#2

recommended use:
• for interior decorations that have to meet flame retardant 

regulations (for example public buildings, trade shows, POP 
advertising)

• especially for interior decorations with a fine transparency
• standard fabric for indoor and outdoor pennants and buntings

Dekofil SE

• fine structure woven polyester with brilliant color reproduction
• excellent for chemical screen dye printing
• also known as “Pongee”
• approx. 1.77 oz/yd2 (60 g/m2) 
• flame retardant according to US fire class NFPA 701-99TM#2

recommended use:
• for interior decorations that have to meet flame retardant regulations 

(for example public buildings, trade shows, POP advertising)
• standard fabric for table flags
• Wind Pole flags

• poly satin material
• high gloss knitted polyester with excellent optical characteristics 

and brilliant color reproduction
• especially for four color process screen printing
• approx. 3.25 oz/yd2 (110 g/m2) 

recommended use:
• especially for indoor banners

Dekoflag H SE

• poly satin material
• glossy knitted polyester with excellent optical characteristics and 

brilliant color reproduction
• especially for four color process screen printing 
• approx. 3.40 oz/yd2 (115 g/m2) 
• flame retardant according to US fire class NFPA 701-99TM#2

recommended use:
• for interior decorations that have to meet flame retardant regulations 

(for example public buildings, trade shows, POP advertising)
• especially for indoor banners

• sheer knitted polyester with brilliant color reproduction and 
excellent through print

• approx. 2.66 oz/yd2 (90 g/m2) 

recommended use:
• especially for interior decorations with a fine transparency
• standard fabric for indoor and outdoor pennants and buntings

Dekoflag
(knitted polyester)

Dekoflag H
(knitted polyester)
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€ the classic flag fabric 
€ sheer knitted polyester with excellent through print and high 

resistance to tearing and wind damage
€ approx. 3.25 oz/yd2 (110 g/m2)

recommended use:
€ standard fabric for flags and street banners
€ for indoor and outdoor use 

€ high gloss knitted polyester with relatively close structure, 
excellent through print and high resistance to tearing

€ approx. 3.25 oz/yd2 (110 g/m2) 

recommended use:
€ especially for high gloss outdoor flags
€ highly recommended for metallic color reproduction 

€ nearly opaque knitted polyester with matte surface 
€ brilliant color reproduction and good through print
€ approx. 3.25 oz/yd2 (110 g/m2)
€ extremely versatile for a wide range of projects

recommended use:
€ standard fabric for advertising umbrellas and tablecloths
€ especially suited for indoor banners

Multiflag®

(knitted polyester)

Multiflag® H
(knitted polyester)

Multisol® L
(knitted polyester)

Multiflag® SE

€ sheer knitted polyester with excellent through print and high 
resistance to tearing and wind damage

€ approx. 3.25 oz/yd2 (110 g/m2) 
€ flame retardant according to US fire class NFPA 701-99TM#2

recommended use:
€ for flags and interior decorations that have to meet flame 

retardant regulations (for example public buildings, trade 
shows, POP advertising) 

Multisol® L SE

€ nearly opaque knitted polyester with matte surface
€ brilliant color reproduction and good through print
€ approx. 3.25 oz/yd2 (110 g/m2)
€ extremely versatile for a wide range of projects
€ flame retardant according to US fire class NFPA 701-99TM#2 

recommended use:
€ for interior decorations, advertising umbrellas and tablecloths that 

have to meet flame retardant regulations (for example public buildings, 
trade shows, POP advertising)

€ standard fabric for advertising umbrellas
€ especially suited for indoor banners
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€ single side printed non-woven polyester, which can be applied 
without being hemmed  

€ approx. 4.44 oz/yd2 (150 g/m2)

recommended use:
€ for indoor street banners with spot color prints
€ suitable for temporary indoor and outdoor promotions 

Indekor
(non-woven polyester)


